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PSS20

Inlet – Outlet Outside Dimensions (O/D): 6.30  Impeller Diameter: 7.70

BLOWER TYPE K P Q
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 16.34 3.50 13.00 PSS20SS4PAS

 14.46 3.50 13.00 PSS20SS4PGP

 17.46 3.50 13.00 PSS20SS4PEP

 16.77 3.50 13.00 PSS20ST2PAS

 17.45 3.50 13.00 PSS20ST2PPE

 14.98 3.50 13.00 PSS20ST2PGP

 17.98 3.50 13.00 PSS20ST2PEP

 16.68 3.50 13.00 PSS20ST4PAS

 14.21 3.50 13.00 PSS20ST4PPE

 13.51 3.50 13.00 PSS20ST4PGP

 14.89 3.50 13.00 PSS20ST4PEP

Counter-
Clockwise
Up Blast
CCW 360

Counter-Clockwise
Top Angular

Up Blast
CCW 315

Counter-Clock-
wise

Top Angular 
Down Blast
CCW 225

Counter-
Clockwise

Top Horizontal
CCW 270

Counter-Clockwise
Bottom Angular

Up Blast
CCW 45

Counter-Clockwise
Bottom

Horizontal
CCW 90

Counter-Clock-
wise

Down-Blast
CCW 180

Counter-
Clockwise

Bottom Angular
Down Blast
CCW 135

Notes:
 (1) Direction of rotation is determined from the drive side of fan. 

Standard position is up-blast CCW 360.

 (2) On single inlet fans, drive side is always considered as the side 
opposite fan inlet.

 (3) Clockwise available upon request.

ROTATION AND DISCHARGE FOR CEN-
TRIFUGAL FANS

 Standard  
 Position Optional Field Adjustable Positions

316 Stainless Steel Motor Support Stand comes standard with PSS20 Series.

N

2 - .25" holes
in each f lange
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PHONE: (608) 845-6411 • FAX: (608) 845-6504
448 S. Main St., PO Box 930040, Verona, WI 53593-0040



PSS20

AMCA BAND NUMBER: 1 2 3 4 5 6 7 8  
CENTER FREQUENCY (Hz): 63 125 250 500 1000 2.0K 4.0K 8.0K POINT OF OPERATION

Determination No.: 1          Ps: 0.00 in. wg
 L wi (dB): 991 931 921 891 861 871 831 801 Q: 1625 cfm N: 3388 rpm

Determination No.: 2          Ps: 4.25 in. wg
 L wi (dB): 1001 911 941 841 811 811 781 751 Q: 1028 cfm N: 3477 rpm

Determination No.: 3          Ps: 4.90 in. wg
 L wi (dB): 1041 991 941 831 791 791 771 741 Q: 651 cfm N: 3509 rpm

Determination No.: 4          Ps: 6.25 in. wg
 L wi (dB): 1061 971 921 851 801 771 751 721 Q: 206 cfm N: 3548 rpm

This data was obtained in a laboratory accredited for AMCA 300 Sound Testing.    Type D, Ducted Inlet /Outlet    AMCA Standard 300-95

PSS mounted to optional WH5 with 
Inspection Lid open

PSS mounted to optional
WH5 with Inspection Lid closed
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1725 RPM
1/3 HP

Model
PSS20-2

3450 RPM
11/2 HP

PER ANSI/AMCA 210-99

Model
PSS20-4


